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Electric
Pick & Carry
Cranes

MC 100RE (inch)

Max Capacity
22,000 Ibs
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MC 100RE

360° CONTINUOUS AND UNLIMITED HYDRAULIC SLEWING BOOM

Technical features

FRONT AND REAR HORIZONTALLY AND VERTICALLY WORKING

Front-wheels drive. Electronic safe load
INDEPENDENT OUTRIGGERS @ 2 electric motors AC 8,5 kW 80V LML | indicator and tilting
| lati | H t limit
FULLY RADIO-CONTROLLED Options : nsulation class moment limiter
HYDRAULIC JIB WITH HYDRAULIC Fa i . @ Automatic braking system on front

and rear wheels
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CARRY DECK SLEWING CRANE E
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(Ib) 12117 | 17’17 | 21°3” | 25’47 | 29’6” (Ib) 12117 | 1717 | 21’37 | 25'4” | 29%6” (Ib) 12117 ] 1717 | 21°37 | 25'4” | 29°6” (Ib) 12’117 [ 1717 | 21°3” | 25'4” | 29%6”
37” 22000 377 22000 377 22000 377 22000
2411~ 22000 | 22000 411~ 22000 | 22000 411~ 22000 | 22000 411~ 22000 | 22000
6’7" 22000 | 22000 | 22000 6'7” 22000 | 22000 | 22000 6’7 22000 | 22000 | 22000 6'7” 22000 | 22000 | 22000
82”7 22000 | 22000 [ 22000 | 18700 | 15400 8'2” 22000 | 22000 | 22000 | 18700 | 15400 82~ 22000 | 22000 | 22000 | 18700 | 15400 82~ 22000 | 22000 | 22000 | 18700 | 15400
9’10~ 22000 | 22000 | 19000 | 15600 | 13200 9'10” 22000 | 22000 | 19000 | 15600 | 13200 9°10” 18000 | 18000 | 17900 | 15600 | 13200 9'10” 17800 | 17800 | 17800 | 15600 | 13200
11°6” 16800 | 17400 | 16300 | 13400 | 11200 11°6” 22000 | 21600 | 16500 | 13200 | 11200 11’6” 12800 | 12800 | 12800 | 12800 | 11200 11°6” 13200 | 13200 | 13200 [ 13200 | 11200
131~ 13000 | 13000 | 12300 | 9700 1317 19400 | 14500 | 12100 | 9700 1317 10200 | 10200 | 10200 | 9700 % 131~ 11000 | 11000 [ 10800 | 9700
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20’1” 5500 | 5500 | 5500 20"1” 9700 | 8100 | 6200 201~ 4900 | 4900 | 4900 2017 5700 | 5700 | 5700
21’47 4900 | 4900 214”7 7300 | 5900 21’4 4400 | 4400 21'4” 5100 | 5100
2211~ 4300 | 4300 22’117 6600 | 5500 2211~ 4000 | 3900 22117 2600 | 4600
242~ 3800 | 3800 242~ 6400 | 5100 242~ 3500 | 3500 24727 4300 | 4300
26,3” 3300 26’3” 4600 26’3” 3100 26’3” 3700
284" 2800 28'4” 4400 28°4” 2600 28°'4” 3300
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